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CATERPILLAR

D397 ENGINE

SERIAL NUMBERS

41B1-UP INDUSTRIAL
42B1-UP MARINE

CATERPILLAR TRACTOR CO.

PEORIA ' - ILLINOIS - U.S.A.
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The Manufacturer warrants its products for six (6)
months after the date of delivery to the initial user.
This warranty is limited to the repair or replace-
ment, as the Manufacturer may elect, at one of its
factories designated by it, of such parts as shall
appear to the Manufacturer upon inspection to have
been defective in material or workmanship but does
not include any installation or transportation costs.
No warranty is made with respect to items made by
others when such items are warranted by their re-
spective makers or when they are supplied by the
Manufacturer on special order. This warranty is in
lieu of all other warranties, express or implied, and
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no other warranty of any kind is made or author-
ized by the Manufacturer. No recommendation by
the Manufacturer of items made by others shall im-
ply or constitute any warranty with respect to such
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STARTING ENGINE CRANKCASE LUBRICATION INSTRUCTIONS

The starting engine crankcase lubricating oil system on this engine is
not interconnected with the diesel engine crankcase which requires that
the two crankcases be drained and filled separately.

To provide fluid oils for rapid oil circulation and easier starting it is
recommended to fill the crankcase with SAE 10W, Superior Lubricants
(Series 3) oils for all starting temperatures. Dilute the oil with kerosene
to provide fluidity when the starting temperature is expected to be below
—0° F.

To service the starting engine crankcase system proceed as follows:

Check the oil level every 10 service hours. Qil should be up to “full”
mark on gauge.

Every 125 to 250 service hours, depending on dust conditions, drain
the crankcase. When draining be sure the engine is level so the oil in the
starting engine cluich compartment will drain. Wash the crankcase
breather with kerosene at each oil change period.

Refill the crankcase with enough oil to bring the level slightly above
the "full” mark on gauge. Start and run the engine at least one minute
to equalize the oil level in the crankcase and the clutch compartment.
Check the oil again with engine stopped. Oil should be up to "full” mark

on gauge.
FORM 33981



